
 

  

The WL-TSD Series  Linear Suspended Luminaire is a linear, commercial pendant fixture utilizing an 

advanced LED optical system to achieve excellent performance.  The unique design incorporates a 

clear transition zone between the frame and light emitting portion of the fixture, making the illusion of 

the light floating in mid-air. Its slim profile makes it a perfect addition to all types of spaces .Can be 

specified in length of 4ft and 6ft, corresponding to 65W or 100W . 

Product Description: 
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WL-TSD Series  
LED Transparent Linear Light (T=1.05inch) 

Features: 

   

High quality PMMA  material 

 

Ultra-thin,3.68cm in thickness 

Note: Available in custom finish  

Black 

White 

Satin Aluminum 

Downlight 



 

  

Applications: 

Dimension: 
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WL-TSD Series  
LED Transparent Linear Light (T=1.05inch) 

Length 4FT 6FT 

Dimension 
1204*26.8*156mm 

(Driver Box：502*70*40.6mm) 

1804*26.8*156mm 

(Driver Box：502*70*40.6mm) 
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WL-TSD  Series  
LED Transparent Linear Light (T=1.05inch) 

Product Models 

MODEL  WL-TSD4FT65WXHV-XXK-XX WL-TSD6FT100WXHV-XXK-XX 

PERFORMANCE SUMMARY   

Input Wattage  65W 100W 

Input Voltage  120-277/347V    

Delivered Lumens  8450Lm 13000Lm 

Efficacy  130lm/W  

CRI  80min  

CCT 3500K,4000K,4500K,5000K 

Power Factor  ＞0.9 

THD ＜20% 

Operation Temp -40℃-+50℃ 

Beam Angle 120° 

Material Aluminum + PMMA 

Beam Angle  120° 

Finish Black, White, Satin Aluminum, (Custom Finish available) 

Installation Suspend  

LIGHTING CONTROL  

Dimming Capacity 0-10V dimming ,2.4G,DALI 

DIMENSION  

Product Dimension 
1204*26.8*156mm 

(Driver Box：502*70*40.6mm) 

1804*26.8*156mm 

(Driver Box：502*70*40.6mm) 

Packing  Dimension   

LONGEVITY & WARRANTY   

L80 Life >50000hrs 

Warranty 5 Years 

Note: The  first ”X”  in the model means the dimming type, can be D,2 or DI,D= O-10V dimmable,2=2.4G dimmable, DI=Dali dim-

mable; the second ‘’XX’’ in the model means CCT ,can be 35.40,45,50;the third “XX” in the model means color finish, can be 

BK=Black, WH=White, SA=Satin Aluminum 
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1.Product  Family 2.Series 3.Size 4.Watt 5.Dimming 6.Voltage 7.CCT 8.Finish 

WL 

Wisdom Light  

TSD 

LED Transparent Linear Light  

  

D=0-10V 

2=2.4G 

DL=Dali 

HV  120-277/347V 

35K 3500K 

40K 4000K  

45K  4500K 

50K 5000K   

BK=Black 

WH=White 

SA=Satin 

Aluminum 

4FT      4 feet 65W 

6FT      6 feet 100W 

Order Information： 
Eg：WL-TSD4FT65WDHV-35K-WH 

WL-TSD Series  
LED Transparent Linear Light (T=1.05inch) 

1 2 3 4 5 6 7 8 

        


